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(Imp/A)
 (Voc/V)
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 (%)
STC: 1000 W/m2, 25 ᶀ,AM=1.5;NMOT: 800 W/m2, 20 ᶀ, AM=1.5, 1 m/s֜Pmax +/- 3%;

(NMOT)

(Pmax)
(Voc)
(Isc)

- & - Ԇ455Wԇ

֜

96 (6 × 16)

1762 × 1134 × 30     (69.4 × 44.6 × 1.2  )
21.5  (47.40 )

3.2 (0.126 )
4.0 ӑ

(-)1400 / (+)1400 

STP-XC4（标准）/MC4-EVO2(可选)

IP68ӑ3 

-40 °C - +85 °C

1500 V DC (IEC)

35 A

0/+5 W

STP455S-H48-Nkh STP450S-H48-Nkh STP445S-H48-Nkh STP440S-H48-Nkh STP435S-H48-Nkh
STC NMOT STC NMOT STC NMOT STC NMOT STC NMOT

STPXXXS - H48-Nkh  435-455W

N

42 ± 2 °C

-0.29%/°C

-0.25%/°C
+0.046%/°C

TL-CABLE01

All technical data at standard test conditionAM=1.5       E=1000W/m 2       Tc=25��For fie ld connections, use minimum No.w12 AWG copper wires insulated for a minimum of 90��Fire class rating: Fire Class C,Model NumberRated M


